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EFFICIENT POWER CONVERSION

Normalized Maximum Transient Thermal Impedance

tp, Rectangular Pulse Duration, seconds

Duty Factors:

Notes:
Duty Factor: D = t1/t2

Peak TJ = PDM x ZθJC x RθJC + TC
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Part Number R�JC °C/Watt

EPC2001C 1

EPC2007C 3.6

EPC2010C 1.1

EPC2012C   4.2

EPC2015 2.1

EPC2014C 3.6

EPC2019 2.7

EPC8004 8.2
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VDS - Drain-Source Voltage (V)

EPC2001: Maximum Forward Bias Safe Operating Area

TJ = Max Rated, TC=+25°C
Single Pulse
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VGS – Gate-to-Source Voltage (V)
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VDS - Drain-Source Voltage (V)

EPC2007: Maximum Forward Bias Safe Operating Area

TJ = Max Rated, TC=+25°C
Single Pulse
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VDS - Drain-Source Voltage (V)

EPC2012: Maximum Forward Bias Safe Operating Area

TJ = Max Rated, TC=+25°C
Single Pulse
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VDS - Drain-Source Voltage (V)

EPC2014: Maximum Forward Bias Safe Operating Area

TJ = Max Rated, TC=+25°C
Single Pulse
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VDS - Drain-Source Voltage (V)

EPC2010: Maximum Forward Bias Safe Operating Area

TJ = Max Rated, TC=+25°C
Single Pulse
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VDS - Drain-Source Voltage (V)

EPC2015: Maximum Forward Bias Safe Operating Area

TJ = Max Rated, TC=+25°C
Single Pulse
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